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Utility Presses

Pantex air operated presses are
equipped with a fast pressure
regulator, automatic head steam
supply, full length finger touch
bar for closing, pedal operated
vacuum valve, pedal operated
buck steam valve and pedal oper-
ated head release. High pressure
and head steam by operating
handles. Buck and head furnished
with high quality coverings.

Pantex presses are available in
following range and sizes:
e Utility presses
47, 50 and 52 inch
e All types have to be connected
to a central steam and vacuum

supply
Other models on request.

Standard Options:
o Steam-electric iron unit with

solenoid valve
e Height adjustment
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Universalpressen

Die pneumatischen Pressen von
Pantex sind mit Druckvorwahl,
automatischer Oberplatten-
bedampfung, Fingertouch-
SchlieBhebel dber die volle Lange
sowie pedalbetdtigter Absaugung,
Plattenbedampfung und
Oberplattenfreigabe ausgeriistet.
Hochdruck- und Oberdampf durch
Tastendruck. Hochwertige Ober-
und Unterplattenbeziige.

Pantex Pressen sind in folgen-
den Ausfihrungen und GréBen
lieferbar:
e Universalpressen:
47, 50 und 52 Zoll
e Alle Typen sind an ein zentrales
Dampf- und Absaugsystem
anzuschlieBen

Andere Modellen auf Anfrage.
Standardoptionen:

e All steam
* Hohenverstellung

Model 47

Models/Modellen

Model on picture is fitted with the opt
Our products can be subject to change
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Technical Details
Steam pressure

Air pressure

Steam output capacity

Volume and weights
Floor space

Net weight

Gross weight in crate
Export packing volume

5 bar
6 bar
16/20 kg/hr

1500 x 1000 mm
320 kg
395 kg
1600 x 1050 x 1440 mm

Technische Daten
Dampfdruck

Luftdruck

Dampfleistung
Stromverbrauch

Volumen und Gewicht
Grundflache

Nettogewicht
Bruttogewicht in Kiste
Exportverpackungsvolumen

5 bar
6 bar
16/20 kg/h
1kw

1500 x 1000 mm
320 kg
395 kg
1600 x 1050 x 1440 mm

; built-in vacuum and air blowing action from lower buck
thout notice. For the latest product information check our websi
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